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SPECIFICATIONS

a A\
ABBREVIATIONS
A/C ACCESS CONTROLLED N.I.C. = NOT IN CONTRACT
AFF. ABOVE FINISHED FLOOR N.T.S. =  NOT TO SCALE
BOH. BOTTOM OF HORIZONTAL oD. = OPENING DIMENSION
¢ CENTER LINE OFD. = OVERALL FRAME DIMENSION
DIM. DIMENSION REF. = REFERENCE
DL.O. DAYLIGHT OPENING R.O. =  ROUGH OPENING
D.L. DEAD LOAD (ANCHOR) TOFF. = TOP OF FINISHED FLOOR
D.O. DOOR OPENING TOH = TOP OF HORIZONTAL
EL. ELEVATION TOS. = TOP OF SLAB
F.o. FRAME SIZE TOSTL. = TOP OF STEEL
F.F. FINISH FLOOR UN.O. =  UNLESS NOTED OTHERWISE
G.C. GENERAL CONTRACTOR W.C. =  WEB CENTER
M.O. MASONRY OPENING WD. = WINDOW DIMENSION
M.L. MULLION LENGTH WL. =  WIND LOAD (ANCHOR)
- /

- ALL ITEMS LABELED "WOOD BLOCKING BY OTHERS"
GLASS CO. AND MUST BE SECURED IN SUCH A MANNER AS TO RESIST BENDING

MUST BE ADVISED BY ARCHITECT AND/OR CONTRACTOR.

- ALL WORK SHOWN BY OTHER TRADES IS FOR REFERENCE ONLY.

- THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COORDINATION
PERTAINING TO THE LOCATION OF ALL HVAC RISERS, PIPING, AND THE LIKE,
FOR ANY POSSIBLE INTERFERENCE WITH ANCHORING OF SYSTEM ASSEMBLY.

- COMMENTS SHOWN ONCE APPLY TO ALL SIMILAR CONDITIONS.

ARE NOT BY YOUR

- A BITUMINOUS PAINT/ZINC CHROMATE OR AN EQUAL SEPARATION MATERIAL
1S REQUIRED WHEN ALUMINUM COMES IN CONTACT WITH STEEL OR ANY OTHER

- YOUR GLASS CO. WILL ASSUME NO RESFPONSIBILITY FOR ERRORS RESULTING
FROM THE USE OF THESE DRAWINGS BY OTHER TRADES.

- ALL RECOMMENDED HEEL BEADS, TOE BEADS AND CAP BEADS SHOWN IN
THESE DRANWINGS SHOULD BE APPLIED AND TOOLED WATERTIGHT PER THE
SEALANT OR CAULKING MANUFACTURER'S RECOMMENDATIONS AS TO SIZE
AND COMPATIBILITY WITH ADJACENT MATERIALS.

- ALL METAL TO METAL BUTT JOINTS, OVERLAPS AND INTERSECTIONS ARE

- ALL PERIMETER FASTENERS INTO METAL STUDS ARE BASED ON A MINIMUM

- ALL PERIMETER FASTENERS INTO BRICK OR CMU ARE BASED UPON SOLID
AND/OR GROUT FILLE

- ALL PERIMETER FASTENERS INTO BRICK OR CMU ARE BASED UPON SOLID
AND/OR GROUT FILLED MASONARY UNITS.

STOREFRONT
- KAWNEER 45| SERIES STOREFRONT - DOUBLE GLAZED (2" x 4 /2" FRAMING)

DOORS
- KAWNEER 190 SERIES NARROW STILE DOORS - DOUBLE GLAZED
-3 7/8" BOTTOM RAIL, 2 /4" TOP RAIL, 2 1/&" STILES

EINISH
- ALL EXPOSED ALUMINUM TO HAVE A CLASS || BRONZE ANODIZED FINISH (#28)

GLAZING SCHEDULE
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